RPower OGiV1270LP
(12V 7Ah AGM Battery)

Floating Life at 20°C designed for up to 12 years

EAN: 4260349823531

The Relationship for Charging Voltage and Temperature

151 65 —~
r’—j = 12v. 6V
% i ‘E——f——&‘ L1656, T.80
. : E
= % ‘ S 15.0| 750
‘ | 1441 7T.20F
! 6 3 ! 0 8 1381 6.901
[ 7 13.2L 660l
| ‘ -
EE . -10 0 10 20 30 40 50 60(C)
‘ Terminal T2 14 32 50 68 86 104 122 140 (F)
Tem perature
Specifications Charging Characteristics (25°C)
Nominal Voltage 12v T . . .
- g g
Capacity (20hr@25°C@1.75V/C) 7Ah 2 0F 3
&) Cr) W)
Length 151mm (5.94inch) Laor r LD feharge00%
N ) 120F - 2.Charge voltage:2.10V /cell Charged Volum o
Dimensions Width 65mm (2.56inch) IR RO R L
. R Loof | 15.01 aree v
(£2mm) Height 94mm (3.70inch) 0201 — Chavee Volmge
80 [
Total Height 100mm (3.94inch) 0151 14.0p
60 [
Approx. Weight 2.37kg (5.22lbs) Lo OO ol
Maximum charging current 2.10A S0 006 Charging Current
12.0
Maximum discharge current 140A (5sec.) oL o- 0 2 1 6 8§ 10 12 11 16 158 20
Internal resistance Approx. 22mQ Charging tin e hours)
) 40°C 103% Discharge Characteristics (25°C)
Capacity
affected by 25°C 100%
temperature 0°C 86% =130 |
(20hr) ® — — |
-15°C 65% 12,0 N
3 month Remaining Capacity: 91% otLo \ \ \
Self-discharge 6 month Remaining Capacity: 82% 100 1 I 03;6.2: 0.k 045C
(25°C) g Lapacity- ° 9.00 3c] 2 1C |0.6C
12 month Remaining Capacity: 65% ’
8.00
Nominal operating temperature 25°C +3°C (77°F%5°F)
7.00
Operating temperature range | -20°C~55°C (-4°F~131°F) Ol 23 5 10 2030 6023 5 10 2030
m in h
Float charging voltage (25°C) 13.65 to 13.80V - -
- - D ischarge tim e
Cyclic charging voltage (25°C) 14.40 to 15.00V
Terminal material Copper
Constant Current Discharge Characteristics (Ampere / Battery, 25°C)
1!-;:\/III/E 5min 10min | 15min | 20min | 30min | 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h
10.98V | 21,90 | 16,80 | 12,50 9,30 8,13 476 4,07 2,15 1,53 1,24 1,06 0,92 0,76 0,65 0,34
10.80V | 24,10 | 17,80 | 13,10 9,80 8,33 4,99 4,21 2,24 1,65 1,29 1,12 0,95 0,78 0,66 0,34
10.50V | 26,30 | 18,80 | 13,70 | 10,30 8,53 5,22 4,35 2,33 1,77 1,34 1,18 0,98 0,80 0,68 0,35
10.20V | 28,10 | 19,40 | 14,10 | 10,80 8,61 5,44 4,46 2,42 1,87 1,40 1,23 1,02 0,82 0,69 0,36
9.90V | 29,80 | 19,70 | 14,50 | 11,20 8,68 5,67 4,57 2,51 1,93 1,45 1,28 1,05 0,84 0,71 0,36
9.60V | 31,70 | 20,00 | 14,90 | 11,70 8,76 5,90 4,68 2,60 2,00 1,50 1,33 1,09 0,86 0,72 0,36
Constant Power Discharge Characteristics (Watt / Battery, 25°C)
;\ICIIIE 5min | 10min | 15min | 20min | 30min | 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h
10.98V | 247,80 | 196,80 | 144,00 | 103,80 | 91,80 | 63,00 | 4800 | 26,16 | 1830 | 14,82 | 1242 | 10,92 8,88 7,44 4,02
10.80V | 272,40 | 208,80 | 151,20 | 109,20 | 94,20 | 66,00 | 49,62 | 2724 | 1974 | 1542 | 1314 | 1128 9,12 7,68 4,08
10.50V | 296,40 | 219,00 | 155,40 | 114,00 | 96,00 | 67,80 | 51,30 | 2868 | 21,18 | 1584 | 13,80 | 1152 9,30 7,80 4,08
10.20V | 315,60 | 222,00 | 159,00 | 118,80 | 97,80 | 69,60 | 52,62 | 29,88 | 22,32 | 1626 | 14,34 | 1176 9,48 7,92 4,14
9.90V | 333,60 | 22560 | 163,20 | 123,60 | 99,60 | 70,20 | 53,88 | 30,78 | 23,04 | 1668 | 14,82 | 12,00 9,66 8,04 4,20
9.60V | 351,60 | 229,20 | 166,80 | 129,00 | 100,80 | 72,60 | 5520 | 31,68 | 23,82 | 17,10 | 1530 | 12,24 9,78 8,16 4,26
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